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HH9800Series IP Camera Brief Introduction： 
 

HH9800Series IP Cameras are designed for Network application. They have high quality 
DSP with embedded system. The powerful RTOS operating system reaches industry level MTBF 
(Mean Time between Failures).The standard H.264 video compression makes image transmission 
clearer and more fluent. Also it has MJPEG video compression for options. The Web Server is 
built-in. User can view the image via our Central Management Software or IE. These IP cameras 
are suitable for all kinds of specialized monitoring, including finance, transportation, education, 
intelligent building and so on. 
PoE can be built-in HH9800 box ip camera. The PoE protocol: 802.3AF-class 0 
 
Features： 
● It has High-performance Multimedia Processor, SOC single-chip, high speed video frequency 

processor with built-in ARM9+DSP. 
● The optimized H.264 Main Profile@Level 3 compression algorithm is better to satisfy the 

transmission of high definition video at low network bandwidth. 
● It has D1 definition, compatible with Half-D1, CIF and QCIF. 
● It has PAL/NTSC for options. 
● Built-in Web Sever to realize remote surveillance, controlling and setting via IE. 
● It can support 802.11b/g wireless network. CDMA1X and GPRS，3G mobile network. 
● It supports upgrade by remote control. 
● It supports many network protocols, for example: HTTP, TCP/IP, UDP, SMTP, DDNS, DNS, 

SNTP, BOOTP, DHCP, FTP, RTSP, SNMP and so on. 
● It supports local or network storage. It is built-in SD slot. And it was integrated several network 

storage protocols 
● It supports dynamic IP address, LAN, Internet (ADSL and Cable Modem) and DDNS. 
● It supports bi-directional real time transmission of audio and broadcast. 
● It supports image masking, image capturing. 
● It provides video loss, motion detection and sensor alarm functions. 
● It provides RS485/RS232 serial port and built-in several decoding protocols. Also it supports 

transparent protocols 
● Auto-retrieve function and auto-connection network 
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Product Name: Box IP Camera (Indoor) 
Model： 

HH9800-42S/50S/52S      （CCD、PAL）                    
HH9800-42SN/50SN/52SN （CCD、NTSC）                                  
HH9800-C   （CMOS） 

Technical Specification: 
42S/42SN 420 line, 0.5LUX,1/3 SONY CCD 

50S/50SN 500 line, 0.5LUX,1/3 SONY Super HAD CCD 

52S/52SN 520 line, 0.5LUX,1/3 SONY Super HAD CCD 

Image Sensor 

C 1/4 CMOS Sensor, 1 Lux, VGA Definition 

Auto Iris Control DC drive 

Video Compression H.264 Main Profile, 

Dual-stream Preferred, Alternate stream: H.264 & MJPEG optional 

CCD 
PAL:352*288(CIF),704*288(2CIF),704*576(D1); 

NTSC:352*240(CIF),704*240(2CIF),704*480(D1) Video Definition 

CMOS VGA: 640x480, QVGA: 320x240 

Video Parameters Brightness, Hue, Contrast, Saturation, Image quality. 

Streaming Format Optional Video Streaming or Audio &Video composite Streaming 

CCD 
PAL: 1-25frames/second 

NTSC:1-30frames/second Video Frame Rate  

CMOS  1-30frames/second 

Video Compression Bit rate 16Kbit/S～16Mbit/S 

Audio Input 1channel,linear input, Input Impedance:1KOhms 

Audio Compression G.726, G.711, ADPCM 

Audio Output 1channel,RCA interface, linear output, 

Audio two-way talk Built-in Audio I/O port 

Supported Protocols TCP, UDP, IP, HTTP, FTP, SMTP, DHCP, DNS,ARP, ICMP, POP3, NTP, IPsec, 

UPNP,RTP,RTSP,RTCP 

10M/100M self-adapting Ethernet port,  System Interface 

1 RS485 port,1 RS232 port (supports transparent protocols) 

Alarm Input  1channel on/off input, supporting NO (normally open) or NC (normally close) sense. 

Alarm Output  1 channel on/off output,120VAC 1A/24VDC 1A 

Input Power Supply DC 12V,1A 

Maximum Power Less than 6W 

Operating Temperature -10 ~ +55℃ 

Storage Temperature -20 ~ +70 ℃ 

Operating Humidity 10 ~ 85% 

Size 15x7x6.5 cm 

System Requirements Operation System: Microsoft Windows 98/ME/2000/XP/2003/Vista 32bit 

Browser: Microsoft Internet Explorer ver 6 or 7 
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 Product Name：Wireless /Wired IP Camera（with SD socket）  

Model：HH9800-42S/50S/52S-WS     （CCD、PAL）     
HH9800-42SN/50SN/52SN-WS （CCD、NTSC）                    
HH9800-C-WS （CMOS） 

Technical Specification: 

42S/42SN 420 line, 0.5LUX,1/3 SONY CCD 

50S/50SN 500 line, 0.5LUX,1/3 SONY Super HAD CCD 

52S/52SN 520 line, 0.5LUX,1/3 SONY Super HAD CCD 
Image Sensor 

C  1/4 CMOS Sensor,1 Lux, VGA Definition 

Auto Iris Control DC drive 

Video Compression H.264 Main Profile, 

Dual-stream Preferred, Alternate stream: H.264 & MJPEG optional 

CCD 
PAL:352*288(CIF),704*288(2CIF),704*576(D1); 

NTSC:352*240(CIF),704*240(2CIF),704*480(D1) Video Definition 

CMOS VGA: 640x480, QVGA: 320x240 

Video Parameters Brightness, Hue, Contrast, Saturation, Image quality. 

Streaming Format Optional Video Streaming or Audio &Video composite Streaming 

CCD 
PAL: 1-25frames/second 

NTSC:1-30frames/second Video Frame Rate  

CMOS 1-30frames/second 

Video Compression Bit rate 16Kbit/S～16Mbit/S 

Audio Input 1channel,linear input, Input Impedance:1KOhms 

Audio Compression G.726, G.711, ADPCM, 

Audio Output 1channel,RCA interface, linear output 

Audio talk-back Built-in Audio I/O port 

Supported Protocols TCP, UDP, IP, HTTP, FTP, SMTP, DHCP, DNS,ARP, ICMP, POP3, NTP, IPsec, 

UPNP,RTP,RTSP,RTCP 

10M/100M self-adapting Ethernet port,  

1 RS485 port (supports transparent protocols) 

WiFi port (802.11b/g wireless network) 

System Interface 

SD card slot 

Alarm Input  1channel on/off input, supporting NO(normally open) or NC(normally close)sense 

Alarm Output  1 channel on/off output,120VAC 1A/24VDC 1A 

Input Power Supply DC 12V,1A 

Maximum Power Less than 6W 

Operating Temperature -10 ~ +55℃ 

Storage Temperature -20 ~ +70 ℃ 

Operating Humidity 10 ~ 85% 

Size 15x7x6.5 cm 

System Requirements Operation System: Microsoft Windows 98/ME/2000/XP/2003/Vista 32bit 

Browser: Microsoft Internet Explorer ver 6 or 7. 
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Product Name：IR IP Camera (Waterproof Outdoor) 

Model：HH9801-42S/50S/52S     （CCD、PAL） 

HH9801-42SN/50SN/52SN （CCD、NTSC） 

Technology Specification: 
42S/42SN 420 line, 0.5LUX,1/3 SONY CCD 

50S/50SN 500 line, 0.5LUX,1/3 SONY Super HAD CCD Image Sensor 

52S/52SN 520 line, 0.5LUX,1/3 SONY Super HAD CCD 

Infrared Light 48 infrared lights, IR distance:50M 

Sensitivity Color: 0.3Lux, B&W: 0.01Lux, Infrared: 0 Lux. 

Infrared Wave Length 900mm 

Video Compression H.264 Main Profile, 

Dual-stream Preferred, Alternate stream: H.264 & MJPEG optional 

Video Definition PAL:352*288(CIF),704*288(2CIF),704*576(D1); 

NTSC:352*240(CIF),704*240(2CIF),704*480(D1) 

Video Parameters Brightness, Hue, Contrast, Saturation, Image quality. 

Streaming Format Optional Video Streaming or Audio &Video composite Streaming 

Video Frame Rate  PAL: 1-25frames/second 

NTSC:1-30frames/second 

Video Compression Bit 

rate 

16Kbit/S～16Mbit/S 

Audio Input 1channel,linear input 

Audio Compression G.726, G.711, ADPCM, 

Audio Output 1channel,RCA interface, linear output 

Audio talk-back Built-in Audio I/O port 

Supported Protocols TCP, UDP, IP, HTTP, FTP, SMTP, DHCP, DNS,ARP, ICMP, POP3, NTP, IPsec, 

UPNP,RTP,RTSP,RTCP 

10M/100M self-adapting Ethernet port,  System Interface 

1 RS485 port,1 RS232 port (supports transparent protocols) 

Alarm Input  1channel on/off input, supporting NO (normally open) or NC (normally close) sense. 

Alarm Output  1 channel on/off output,120VAC 1A/24VDC 1A 

Input Power Supply DC 12V,1A 

Maximum Power Less than 6W 

Operating Temperature -10 ~ +55℃ 

Storage Temperature -20 ~ +70 ℃ 

Operating Humidity 10 ~ 85% 

Size 27x9.5x10.5cm 

System Requirements Operation System: Microsoft Windows 98/ME/2000/XP/2003/Vista 32bit 

Browser: Microsoft Internet Explorer ver 6 or 7. 
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Product Name: Wireless/Wired IR IP Camera 

Model：HH9801-42S/50S/52S-W     （CCD、PAL）         

HH9801-42SN/50SN/52SN-W（CCD、NTSC）       

Technology Specification: 
42S/42SN 420 line, 0.5LUX,1/3 SONY CCD 

50S/50SN 500 line, 0.5LUX,1/3 SONY Super HAD CCD Image Sensor 

52S/52SN 520 line, 0.5LUX,1/3 SONY Super HAD CCD 

Infrared Light 48 infrared lights, IR distance:50M 

Sensitivity Color: 0.3Lux, B&W: 0.01Lux, Infrared: 0 Lux. 

Infrared Wave Length 885mm 

Video Compression H.264 Main Profile, 

Dual-stream Preferred, Alternate stream: H.264 & MJPEG optional 

Video Definition PAL:352*288(CIF),704*288(2CIF),704*576(D1); 

NTSC:352*240(CIF),704*240(2CIF),704*480(D1) 

Video Parameters Brightness, Hue, Contrast, Saturation, Image quality. 

Streaming Format Optional Video Streaming or Audio &Video composite Streaming 

Video Frame Rate  PAL: 1-25frames/second 

NTSC:1-30frames/second 

Video Compression Bit 

rate 

16Kbit/S～16Mbit/S 

Audio Input 1channel,linear input 

Audio Compression G.726, G.711, ADPCM, 

Audio Output 1channel,RCA interface, linear output 

Audio talk-back Built-in Audio I/O port 

Supported Protocols TCP, UDP, IP, HTTP, FTP, SMTP, DHCP, DNS,ARP, ICMP, POP3, NTP, IPsec, 

UPNP,RTP,RTSP,RTCP 

10M/100M self-adapting Ethernet port,  System Interface 

1 RS485 port,1 RS232 port (supports transparent protocols) 

Alarm Input  1channel on/off input, supporting NO (normally open) or NC (normally close) sense. 

Alarm Output  1 channel on/off output,120VAC 1A/24VDC 1A 

WiFi standard 802.11b/g 

Input Power Supply DC 12V,1A 

Maximum Power Less than 6W 

Operating Temperature -10 ~ +55℃ 

Storage Temperature -20 ~ +70 ℃ 

Operating Humidity 10 ~ 85% 

Size 27x9.5x10.5cm 

System Requirements Operation System: Microsoft Windows 98/ME/2000/XP/2003/Vista 32bit 

Browser: Microsoft Internet Explorer ver 6 or 7 
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Product Name：Wireless/Wired High Speed Dome IP Camera PTZ 
 
Model：HH9803- J- WS (LG block) 
        HH9803-S- WS (Sony block)         
 
Technology Specification 

HH9803-J-WS 
HH9803-S-WS 

Wireless IP high speed dome IP Camera (LG Block)  
Wireless IP high speed dome IP Camera (SONY Block) 

Network Spec: 
Video Compression H.264 Main Profile, 

Dual-stream Preferred, Alternate stream: H.264 & MJPEG optional 

Video Compression Bit rate 16Kbit/S～16Mbit/S 
Supported Protocols TCP, UDP, IP, HTTP, FTP, SMTP, DHCP, DNS,ARP, ICMP, POP3, NTP, IPsec, 

UPNP,RTP,RTSP,RTCP 

Streaming Format Optional Video Streaming or Audio &Video composite Streaming 
Audio streaming Two Way Audio connector(Optional) 
Local Storage SD card, Max. 16G(Optional) 

10M/100M self-adapting Ethernet port, power supply cable. 
System Interface 

WIFI PORT（802.11b/g wireless network） 
Speed Dome Spec: 
preset 128 presets, can be labeled with editable title 
Pan rotation range 360°  Endless 
Tilt range Tilt 90° 
Manual pan speed 0.08°—240°/S 
Manual vertical speed 0.08°—100°/S 
Cruse tracking 2pcs 
Communication  RS485-422,AD,BI-PHASS code, axis visual control 
Protocol (Available camera) Sony, Hitachi, CNB, LG 
Baud rate (RS485) 2400/4800/9600/19200bps 
Environmental 
Operating Temp 0℃- +60℃(Indoor dome);-40℃-70℃(Outdoor dome) 

Power Supply DC12V(2A)～DC15V(2A) 
Power Consumption 10w(Indoor dome) ; 20W(outdoor dome) 
Camera Spec: 
Image 
Sensor 

 LG Block Camera, up to 480 TVL, Color: 0.3Lux, B&W: 0.01Lux, 216X Zoom (18X Optical, 10X Digital), 

F＝4.1mm-73.8mm. Angle: level 360° vertical 180 °  Speed: level 240°/s vertical 120°/s Preset Position: 64 

Speed: 1-8level, H.264 D1 

Image 
Sensor 

SONY Block Camera, up to 480 TVL, Color: 0.3Lux, B&W: 0.01Lux, 216X Zoom (18X Optical, 10X 

Digital), F＝4.1mm-73.8mm. Angle: level 360° vertical 180 °  Speed: level 240°/s vertical 120°/s Preset 

Position: 64 Speed: 1-8level,   
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Product Name: High Speed Dome IP Camera PTZ                                    

Model：HH9803- J         

HH9803-S         
Note: 
HH9803 intelligent high-speed dome makes a clear, high integration solution for users in remote 
video surveillance based on LAN or WAN. It has zoom function. HH9003 supports many preset 
positions and patrol to achieve big range surveillance.  
It is good choose for monitoring buildings, bank, urban roads, airport, and railway station and so on. 
 

Technology Specification： 
Image Sensor 1/4 SONY Supper HAD CCD 

Resolution up to 480 TVL 

HH9003-J 1.0Lux(Color) 0.01Lux(Black，DSS) 
Min Luminous 

HH9003-S 0.5LUX(Color) 0.001Lux(Black) 

HH9003-J 16X Optical Zoom，8X Digital Zoom 
Focus 

HH9003-S 18X Optical Zoom，12X Digital Zoom 

HH9003-J >48 dB 
S/N 

HH9003-S >50 dB 

Iris/Focus Auto/Manual 

BLC Supper BLC 

Dome PT Angle: level 360°vertical 180 ° 

Speed: level 0.1º-150º/S, vertical 0.1º-100º/S 

Preset Position: 128,The RMS less than 0.05 º, 
The PST Speed：level 250°/s, vertical 200°/s 

Patrol Group：8 Preset Position patrol，Keep time2s---250s 

Control：RS485 

Size 5.9 Inch Alloy Case 

Video Compression H.264 Main Profile, 

Dual-stream Preferred, Alternate stream: H.264 & MJPEG optional 

Video Definition  PAL: 352x288（CIF）,704x288（2CIF）,704x576（D1） 

NTSC: 352x240（CIF）,704x240（2CIF）,704x480（D1）  

Video Parameters Brightness, hue, contrast, saturation and image quality 

Streaming Format Optional Video Streaming or Audio &Video composite Streaming 

Video Frame Rate  PAL: 1-25frames/second 

NTSC:1-30frames/second 

Video Compression Bit rate 16Kbit/S～16Mbit/S 

Video Output  One channel composite Streaming 

Audio Input 1channel,linear input, Input Impedance:1KOhms 

Audio Compression G.726, G.711, ADPCM 

Audio Output 1channel,RCA interface, linear output 
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Audio talk-back 1channel,Audio In port 

Supported Protocols TCP, UDP, IP, HTTP, FTP, SMTP, DHCP, DNS,ARP, ICMP, POP3, NTP, IPsec, UpnP, 

RTP,RTSP, RTCP 

10Base-T/100Base-TX  System Interface 

1 RS485 port 

Alarm Input  1 channel on/off input, supporting NO (normally open) or NC (normally close) sense. 

Alarm Output  1 channel on/off output,120VAC 1A/24VDC 1A 

Input Power Supply DC 12V,1A 

Maximum Power Less than 20W 

Operating Temperature -10 ~ +55℃ 

Storage Temperature -20 ~ +70 ℃ 

Operating Humidity 10 ~ 85% 

Size 30x26x26cm 

System Requirements Operation System: Microsoft Windows 98/ME/2000/XP/2003/Vista 32bit 

Browser: Microsoft Internet Explorer ver6 or 7 

 
 
 
 
 

Product Name: Middle Speed Dome IP Camera PTZ 

Model：HH9803M- J      

 
Technology Specification： 

Image Sensor LG All-in-One 

Min Luminous 1.0Lux(Color) 0.2Lux(Black，DSS) 

Focus 16X Optical Zoom，8X Digital Zoom 

S/N >48dB 

Iris/Focus Auto/Manual 

BLC Supper BLC 

Dome PT Angle: level 360°vertical 180 ° 
Speed: level 0.5º-100º/S, vertical 0.5º-40º/S 

Preset Position: 128,The RMS less than 0.1 º, 
The PST Speed: level 100°/s, vertical 40°/s 

Patrol Group: 8 Preset Position patrol，Keep time2s---250s 

Control: RS485 

Size 5.9 Inch Alloy Case 

Video Compression H.264 Main Profile, 

Dual-stream Preferred, Alternate stream: H.264 & MJPEG optional 

 

mailto:MSN:frank8111@hotmail.com


Shenzhen Huanghe Digital Technology Co., Ltd 

                                                                                       Page 11 of 22 
TEL: 0086-135 3419 3022 
MSN:frank8111@hotmail.com   
Skype: xiaozhengjun   

Video Definition  PAL: 352x288（CIF）,704x288（2CIF）,704x576（D1） 

NTSC: 352x240（CIF）,704x240（2CIF）,704x480（D1）  

Video Parameters Brightness, hue, contrast, saturation and image quality 

Streaming Format Optional Video Streaming or Audio &Video composite Streaming 

Video Frame Rate  PAL: 1-25frames/second 

NTSC:1-30frames/second 

Video Compression Bit rate 16Kbit/S～16Mbit/S 

Video Output  One channel composite Streaming 

Audio Input 1channel,linear input, Input Impedance:1KOhms 

Audio Compression G.726, G.711, ADPCM 

Audio Output 1channel,RCA interface, linear output 

Audio talk-back 1channel,Mic input 

Supported Protocols TCP, UDP, IP, HTTP, FTP, SMTP, DHCP, DNS,ARP, ICMP, POP3, NTP, IPsec, UpnP, 

RTP, RTSP,RTCP 

10Base-T/100Base-TX  System Interface 

1 RS485 port 

Alarm Input  1 channel on/off input, supporting NO (normally open) or NC (normally close) sense. 

Alarm Output  1 channel on/off output,120VAC 1A/24VDC 1A 

Input Power Supply DC 12V,1A 

Maximum Power Less than 20W 

Operating Temperature -10 ~ +55℃ 

Storage Temperature -20 ~ +70 ℃ 

Operating Humidity 10 ~ 85% 

Size 30x26x26cm 

System Requirements Operation System: Microsoft Windows 98/ME/2000/XP/2003/Vista 32bit 

Browser: Microsoft Internet Explorer ver 6 or 7 

 
 
 
 
 

Product Name:  Low Speed Dome IP Camera (PTZ) 

Model：HH9803L- J     
 
 
Technology Specification： 

Image Sensor 1/4 SONY Supper HAD CCD 

Min Luminous 1.0Lux(Color) 0.2Lux(Black, DSS) 

Focus 16X Optical Zoom, 8X Digital Zoom 

S/N >48dB 
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Iris/Focus Auto/Manual 

BLC Supper BLC 

Dome PT Angle: level 360°vertical 180 ° 
Speed: level 6º-15º/S, vertical 6º-15º/S 

Preset Position: 64,The RMS less than 0.05 º 
Patrol Group: 4 Group(16 Preset Position ) 

Control: RS485 

Size 7 Inch Alloy Case 

Video Compression H.264 Main Profile, 

Dual-stream Preferred, Alternate stream: H.264 & MJPEG optional 

Streaming Format Optional Video Streaming or Audio &Video composite Streaming 

Video Definition  PAL: 352x288（CIF）,704x288（2CIF）,704x576（D1） 

NTSC: 352x240（CIF）,704x240（2CIF）,704x480（D1）  

Video Parameters Brightness, hue, contrast, saturation and image quality 

Streaming Format Optional Video Streaming or Audio &Video composite Streaming 

Video Frame Rate  PAL: 1-25frames/second 

NTSC:1-30frames/second 

Video Compression Bit rate 16Kbit/S～16Mbit/S 

Video Output  One channel composite Streaming 

Audio Input 1channel,linear input, Input Impedance:1KOhms 

Audio Compression G.726, G.711, ADPCM 

Audio Output 1channel,RCA interface, linear output 

Audio talk-back 1channel,Mic input 

Supported Protocols TCP, UDP, IP, HTTP, FTP, SMTP, DHCP, DNS,ARP, ICMP, POP3, NTP, IPsec, 

UpnP, RTP, RTSP,RTCP 

10Base-T/100Base-TX  System Interface 

1 RS485 port 

Alarm Input  1 channel on/off input, supporting NO (normally open) or NC (normally close) sense. 

Alarm Output  1 channel on/off output,120VAC 1A/24VDC 1A 

Input Power Supply DC 12V,1A 

Maximum Power Less than 20W 

Operating Temperature -10 ~ +55℃ 

Storage Temperature -20 ~ +70 ℃ 

Operating Humidity 10 ~ 85% 

Size 31x24x24cm 

System Requirements Operation System: Microsoft Windows 98/ME/2000/XP/2003/Vista 32bit 

Browser: Microsoft Internet Explorer ver 6 or 7. 
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Product Name: Mini High Speed Dome IP Camera PTZ      

Model：HH9803S- J 

 

Note: 
HH9003 intelligent high-speed dome makes a clear, high integration solution for users in remote 
video surveillance based on LAN or WAN. It has zoom function. HH9003 supports many preset 
positions and patrol to achieve big range surveillance.  
It is good choose for monitoring buildings, bank, urban roads, airport, and railway station and so on. 
Technology Specification： 

Image Sensor 1/4 SONY Supper HAD CCD 

Resolution up to 480 TVL 

Min Luminous HH9003S-J 0.5LUX(Color) 0.001Lux(Black) 

Focus HH9003S-J 10X Optical Zoom，10X Digital Zoom 

Iris/Focus Auto/Manual 

BLC Supper BLC 

Dome PT Angle: level 360°vertical 180 ° 

Speed: level 0.1º-150º/S, vertical 0.1º-100º/S 

Preset Position: 128,The RMS less than 0.05 º, 
The PST Speed：level 250°/s, vertical 200°/s 

Patrol Group：8 Preset Position patrol，Keep time2s---250s 

Control：RS485 

Size 4 Inch Alloy Case 
Video Compression H.264 Main Profile, 

Dual-stream Preferred, Alternate stream: H.264 & MJPEG optional 

Streaming Format Optional Video Streaming or Audio &Video composite Streaming 

Video Definition  PAL: 352x288（CIF）,704x288（2CIF）,704x576（D1） 

NTSC: 352x240（CIF）,704x240（2CIF）,704x480（D1）  

Video Parameters Brightness, hue, contrast, saturation and image quality 

Streaming Format Optional Video Streaming or Audio &Video composite Streaming 

Video Frame Rate  PAL: 1-25frames/second 

NTSC:1-30frames/second 

Video Compression Bit rate 16Kbit/S～16Mbit/S 

Video Output  One channel composite Streaming 

Audio Input 1channel,linear input, Input Impedance:1KOhms 

Audio Compression G.726, G.711, ADPCM 

Audio Output 1channel,RCA interface, linear output 
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Audio talk-back 1channel,Audio In port 

Supported Protocols TCP, UDP, IP, HTTP, FTP, SMTP, DHCP, DNS,ARP, ICMP, POP3, NTP, IPsec, UpnP, 

RTP,RTSP, RTCP 

10Base-T/100Base-TX  System Interface 

1 RS485 port 

Alarm Input  1 channel on/off input, supporting NO (normally open) or NC (normally close) sense. 

Alarm Output  1 channel on/off output,120VAC 1A/24VDC 1A 

Input Power Supply DC 12V,1A 

Maximum Power Less than 20W 

Operating Temperature -10 ~ +55℃ 

Storage Temperature -20 ~ +70 ℃ 

Operating Humidity 10 ~ 85% 

  

System Requirements Operation System: Microsoft Windows 98/ME/2000/XP/2003/Vista 32 bit 

Browser: Microsoft Internet Explorer ver 6 or 7. 

 
 

HH9600Series IP Camera for home security： 
HH9600 series IP camera is smart IP camera designed for the small and middle-size shop, home 
using. The video compression is standard H.264. It is build-in P/T, IR, WiFi and SD slots for SD card 
recording, supports RF remote control and wireless Alarm detectors, supports IE browsing. The 
DDNS Server is more convenient solution for dynamic IP. It supports PPPOE. It has the motion 
detective and the remote video recording function. Also it has JPG picture snapshot.  
 
Unique RFID technology 

HH9600Series IP Camera（Dome camera and Smart camera）has the RF function，supports all kinds of 

wireless detectors, such as infrared sensors, PIR, curtain sensors, smoke detectors, gas detectors and so on. 

Hand-hold wireless remote control 

Through the remote control, the user can control the camera P/T, Alarm ON/OFF, Emergency button, and the 

privacy protection function. 

Features： 

1. User can view image through IE or DDNS to realize the real-time surveillance and play-back. 

2. Support internet listening, internet broadcasting, two-way audio function, built-in microphone and 

speaker 

3. Support local and internet storage, built-in Micro SD port. 

4. Integrated wireless alarm gateway function, support many PIR, curtain sensor, smoke detector, gas 
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detector， 

5. Support emergency function for help, user can ask for help through remote control. 

6. Support alarm recording. 

7. Support privacy protection mode. 

8. Variety of internet protocols，Support IPv4/IPv6，HTTP，TCP，ICMP，RTP，RTSP, UDP，IGMP，

RTCP，SMTP，FTP，DHCP，DNS，DDNS、UPNP. 

9. Provide public standard API port，Support SDK integrated development. 

 
 

Product Name：Wireless /Wired IP cube Camera 

Model：HH9605      （Economical Series） 
        HH9605-WS  （WiFi&SD Series） 
 
Technology Specification： 

Image Sensor  1/3 SONY Super HAD CCD 1/4CMOS sensor, VGA Resolution, 1 Lux 

IR lights 8pcs, IR Distance: 3-5m 

Video Compression H.264 baseline profile@Level 2.2 

Video Resolution   VGA: 640x480, QVGA: 320x240 

Video Parameters Brightness, hue, contrast, saturation and image quality 

Streaming Format Optional Video Streaming or Audio &Video composite Streaming 

Video Frame Rate 1～30F/S 

Video Bit rate  16Kbit/S～4Mbit/S  

Audio Input  1channal Microphone or linear input(configured by software) ,Input Impedance:1KOhms  

Audio Compression  G.726, G.711, ADPCM  

Audio Output  1 channel linear output  

Audio talkback Input 1 channel Microphone input 

Supported Protocols  TCP, UDP, IP, HTTP, FTP, SMTP, DHCP, DNS,ARP, ICMP, POP3, NTP, Ipsec, UpnP, 

RTP, RTCP 

10Base-T/100Base-TX Ethernet port Network Interface 

WiFi port (802.11b/g) 

SD Card Interface Support SD card Storage 

Comm. Interface 1 RS485, 1 RS232, 

Alarm Input  1 channel on/off input, supporting NO (normally open) or NC (normally close) sense. 
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Alarm Output  1 channel on/off output,120VAC 1A/24VDC 1A 

Input Power Supply DC 12V,1A 

Maximum Power Less than 6W 

Operating Temperature -10 ~ +55℃ 

Storage Temperature -20 ~ +70 ℃ 

Operating Humidity 10 ~ 85% 

Size 7.5x2.5x12cm 

System Requirements Operation System: Microsoft Windows 98/ME/2000/XP/2003/vista 32 bit 

Browser: Microsoft Internet Explorer ver 6 or 7. 

 

Product Name：Wireless / Wired IP Dome Camera    

Model: HH9602-C-WS-IR  （CMOS）                       
        HH9602-42P/42S/50S/52S-WS-IR     （CCD、PAL） 

HH9602-42PN/42SN/50SN/52SN-WS-IR（CCD、NTSC） 

 
Technology Specification： 

C 1/4 CMOS, 1 Lux, VGA 

42P/42PN 420 TVL 0.5Lux color 1/3 SHARP CCD 

42S/42SN 420 TVL 0.5Lux color 1/3 SONY CCD 

50S/50SN 500 TVL 0.5Lux color 1/3 SONY Super HAD CCD 

Image Sensor 

52S/52SN 520 TVL 0.5Lux color 1/3 SONY Super HAD CCD 

IR lights 16pcs, IR Distance: 5-10m 

Video Compression H.264 baseline profile@Level 2.2 

CCD 
PAL: 352x288（CIF）,704x288（2CIF）,704x576（D1） 

NTSC: 352x240（CIF）,704x240（2CIF）,704x480（D1）  Video Resolution  

CMOS VGA: 640x480, QVGA: 320x240 

Video Parameters Brightness, hue, contrast, saturation and image quality 

Streaming Format Optional Video Streaming or Audio &Video composite Streaming 

CCD 
PAL: 1～25 F/S 

NTSC: 1～30F/S Video Frame Rate  

CMOS 1～30F/S 

Video Bit rate 16Kbit/S～4Mbit/S  
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Video Output  1 channel composite video output 

Audio Input  1channal Microphone or linear input(configured by software) , Input Impedance:1KOhms 

Audio Compression  G.726, G.711, ADPCM  

Audio Output  1 channel linear output  

Supported Protocols TCP, UDP, IP, HTTP, FTP, SMTP, DHCP, DNS,ARP, ICMP, POP3, NTP, Ipsec, UpnP, 

RTP,RTSP, RTCP 

10Base-T/100Base-TX Ethernet port Network Interface 

WiFi port (802.11b/g) 

SD Card Interface Support SD card Storage 

USB Interface  

Comm. Interface 1 RS485, 1 RS232, 

Wireless Remote Control Supports RF 

Wireless Alarm Interface Support alarm detectors, like smoking detectors, gas detectors and so on. 

Alarm Input  1 channel on/off input, supporting NO (normally open) or NC (normally close) sense. 

Alarm Output  1 channel on/off output,120VAC 1A/24VDC 1A 

Input Power Supply DC 12V,1A 

Maximum Power Less than 6W 

Operating Temperature -10 ~ +55℃ 

Storage Temperature -20 ~ +70 ℃ 

Operating Humidity 10 ~ 85% 

Size 12x14x14cm 

System Requirements Operation System: Microsoft Windows 98/ME/2000/XP/2003/Vista 32bit 

Browser: Microsoft Internet Explorer ver 6 or 7. 

 

 

Product Name：Wireless /Wired P/T IP Camera 

Model：HH9604  （Economical Series） 
HH9604-WS ( WiFi&SD） 
HH9604-WS-RF (RF, WiFi&SD） 

 
Technology Specification： 
Image Sensor 1/4 CMOS,1 Lux, VGA 
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IR lights 10pcs, IR Distance: 3-5m 

Built-in P/T level :320° ;vertical :110° 

Video Compression H.264 baseline profile@Level 2.2 

Video Resolution   VGA: 640x480, QVGA: 320x240 

Video Parameters Brightness, hue, contrast, saturation and image quality 

Stream format Pure video stream or composite streams of audio and video 

Video Frame Rate 1 – 30frame/second 

Video Compression Bit rate 16Kbit/S～4Mbit/S  

Video Output  1 channel composite video output 

Linear Audio Input 1 channel linear input, Input Impedance:1KOhms  

Audio Compression G.726, G.711, ADPCM 

1 channel linear output 

built-in 1 channel Speaker 

Audio Output 

1 buzzer 

Audio Input Built-in 1 microphone 

Supported Protocols TCP, UDP, IP, HTTP, FTP, SMTP, DHCP, DNS,ARP, ICMP, POP3, NTP, Ipsec, UpnP, 

RTP,RTSP, RTCP 

10Base-T/100Base-TX Ethernet port Internet Interface 

WiFi 802.11b/g Wireless Network 

SD storage Support SD card local storage 

Wired Port 1 RS485 port、1 RS232 port，support some P/T protocols  

Wireless Remote Controller Support RF remote controller 

Wireless Alarm Port Support alarm detectors, like smoking detectors, gas detectors and so on. 

Wired alarm input 1 channel on/off, support NO(normally open) or NC(normally closed)  

Wired alarm output 1 channel on/off, 120VAC 1A/24VDC 1A 

Power input DC12V 1A 

Maximum Power Less than 6W 

Working Temperature  -10 ~ +55 ℃ 

Storage Temperature -20 ~ +70 ℃ 

Working Humidity 10 ~ 85% 

Size 12x14x14cm 

Computer System 

Requirements 

OS: Microsoft Windows 98/ME/2000/XP/2003/Vista 32 bit                                                 

IE: Microsoft Internet Explorer ver 6 or 7. 
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2.0 Mega Pixel IP Camera Introductions 
 
HH9800N-MPC-S (with SD slot) 

           
PoE can be built-in HH9800N-MPC-S box ip camera. The PoE protocol: 802.3AF-class 0 
 
HH9800M-MPC-WS (With WIFI) 

             
    

 
HH9800N Series are designed for Network high definition surveillance based on Micron CMOS sensor 
with high-performance multimedia processor. It adopts the embedded Linux OS. It supports H.264 Main 
Profile, Baseline Profile, MJPEG, JPEG and so on video encoding protocols. It has the advanced mega pixel 
technology with SD card storage and picture snapshot. It can intercommunicate with standard IPTV. It is a 
set of video capture, image processing, video transmission, video storage, video management functions in 
one type of high-definition, high-performance network camera. The design concept is all in one (highly 
integrated), Ready to go (Plug and Play), which greatly facilitates the user to install, use and maintenance. It 
is mainly to the requirements of higher-resolution images of high-end monitor market demand for 
applications, including, highways, banking, telemedicine, security checkpoints and other areas. 
 
Features: 
●It has High-performance Multimedia Processor, SOC single-chip, high speed video frequency 

processor with built-in ARM9+DSP. 
●It has High-sensitivity, and high signal-to-noise ratio (SNR), 2.0 mega pixel Interlace CMOS. 
●The Optimized H.264 Main Profile@Level 3 compression algorithm is better to satisfy the 

transmission of High Definition video at low network bandwidth. 
●Max resolution is 1600*1200 real-time encoding. 
●It can support 10 users to visit at the same time. 
●Built-in Web Sever to realize remote surveillance, controlling and setting via IE 
●It can support 802.11b/g wireless network. 
●It supports upgrade by remote control. 
●It supports local or network storage. It is built-in SD slot. And it was integrated several network 
storage protocols 
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●It supports many network protocols, for example: HTTP, TCP/IP, UDP, SMTP, DDNS, DNS, SNTP, 
BOOTP, DHCP, FTP, RTSP, SNMP and so on. 

●It supports dynamic IP address, LAN, Internet (ADSL and Cable Modem) and DDNS. 
●It supports bi-directional real time transmission of audio and broadcast. 
●It has network self-adapting technology to adjust video frame rate automatically according to the 
network bandwidth. 

●It provides video loss, motion detection and sensor alarm functions. 
●It provides RS485/RS232 serial port and built-in several decoding protocols. Also it supports 
transparent protocols 

●Auto-retrieve function and auto-connection network 
 
Main specification： 

Image Sensor 1/3 inch CMOS, Minimum illumination 0.5 Lux 

Auto Iris DC drive 
Video compression H.264 Main Profile@Level 3 
Dual Stream Preferred and Alternate stream: H.264 & MJPEG 

Video resolution  1600 x 1200,1280x960,1280 x 720,  

Video parameters Brightness, hue, contrast, saturation and image quality 
Streaming Format Video Streaming or Audio &Video composite Streaming 

1600 x 1200 1～15 frames/second 
1280 x 960 1～25 frames/second 
1280 x 720 1～30 frames/second 

Video Frame Rate 

800 x 600 1～30 frames/second     (firmware 2.2.1.1 or above) 
Video Compression Bit 
rate 

16Kbit/S～8Mbit/S  

Video output  1channel composite video output  (CMOS NOT SUPPORTED) 
Audio Input 1channel,linear input, Input Impedance:1KOhms 
Audio Compression  G.726, G.711, ADPCM,  
Audio Output 1channel, linear output, 
Two-way talk input Support Audio two-way talk 
Overlaid Caption Channel, Date, Bit rate, position adjustable 
Local recording SD card recording and snapshot 
Supported Protocols TCP, UDP, IP, HTTP, FTP, SMTP, DHCP, DNS,ARP, ICMP, POP3, NTP, 

Ipsec, UpnP, RTP, RTCP, 3GPP,RTSP and so on. 
10Base-T/100Base-TX Ethernet port 
WiFi（802.11b/g） 

System Interface 

1 RS485  
Alarm input 1channel on/off input, support NO (open) or NC (closed)  
Alarm output 1 channel on/off, 120VAC 1A/24VDC 1A 
Alarm Message Sending alarm message by email 
Power supply DC 12V 1A 
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Power consumption 6W Max 
Work temperature  -10～55 ℃  
Storage temperature -20～70 ℃ 
Work humidity 10～85% 
Size 5.5x8x15cm 
Computer System 
Requirements 

OS: Microsoft Windows 98/ME/2000/XP/2003/Vista 32 bit                    
IE: Microsoft Internet Explorer ver 6 or 7. 

 
 

2.0 Mega Pixel IR IP Camera (for outdoor) 

 
HH9801N-MPC-IR   (available in Aug) 
 
Main specification： 

Image Sensor 1/3 inch CMOS 

Infrared Light 45 infrared lights, IR distance:30-50M 
Sensitivity Color: 0.3Lux, B&W: 0.01Lux, Infrared: 0 Lux. 
Infrared Wave Length 885mm 
Video compression H.264 Main Profile@Level 3 

Video resolution  1600 x 1200,1280x960,1280 x 720, 

Video parameters Brightness, hue, contrast, saturation and image quality 
Two Streaming Preferred stream and Alternate stream: H.264 & MJPEG 
Streaming Format Video Streaming or Audio &Video composite Streaming 

1600 x 1200 1～15 frames/second 
1280 x 960 1～25 frames/second 
1280 x 720 1～30 frames/second 

Video Frame Rate 

 800 x 600 1～30 frames/second  (firmware 2.2.1.1 or above) 
Video Compression Bit 
rate 

16Kbit/S～8Mbit/S  

Audio Input 1channel,linear input, Input Impedance:1KOhms 
Audio Compression  G.726, G.711, ADPCM  
Audio Output 1channel, linear output, 
Two-way talk input Support Audio two-way talk 
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Overlaid Caption Channel, Date, Bit rate, position adjustable 
Local recording PC Hard disk 
Supported Protocols TCP, UDP, IP, HTTP, FTP, SMTP, DHCP, DNS,ARP, ICMP, POP3, NTP, 

Ipsec, UpnP, RTP, RTCP, 3GPP,RTSP and so on. 
10Base-T/100Base-TX Ethernet port System Interface 
1 RS485  

Alarm input 1channel on/off input, support NO (open) or NC (closed)  
Alarm output 1 channel on/off, 120VAC 1A/24VDC 1A 
Alarm Message Sending alarm message by email 
Power supply DC 12V 1A 
Power consumption 10W Max 
Work temperature  -10～55 ℃  
Storage temperature -20～70 ℃ 
Work humidity 10～85% 
System Requirements Operation System: Microsoft Windows 98/ME/2000/XP/2003/Vista 32bit 

Browser: Microsoft Internet Explorer ver 6 or 7 
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