Dimension: 92(W)x46(L)x18(H) mm
Resolution: 4CIF/ 2CIF/ CIF

Motion Detection/ Schedule Setup
Low Power Consumption 150mA
Light Weight: 50g

Multi Language OSD

Pre-Alarm Recording

= CONFIGURATION
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GROUND |
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VIDEO/ RECORDING

Compression Format

Recording Resolution

Recording Quality(high)

Recording Frame Rate

Recording Mode
Operating Mode
Storage

Storage File System
AUDIO
Compression Format
Input/ Output
ALARM

Input/ Output
Others

Searching Method
A/V Input

A/V Output

Alarm /0

Power consumption

MAIN/MENLU

SYSTEM SETUP
VIDEO SETUP
EVENT SETUP

SUB MENU

DEFAULT OFTION

0SD MENU

DVR MANAGER™

H.264

4CIF(NTSC:704X480, PAL:704X576)
2CIF(NTSC:704X240, PAL:704X288)
CIF(NTSC:352X240, PAL:352X288)
4CIF:1800Kbps,2CIF:1200Kbps,CIF:1000Kbps
PAL: 25, 12, 8, 6, 1 fps

NTSC: 30, 15, 10, 6, 3, 1 fps

Emergency/ Schedule/ Alarm/ Motion Detection
Live/ Playback

Support SD, SDHC (32GB max.)

FAT16, FAT32

16bit PCM, 8KHz
1CH. Mono/ 1CH. Mono

Time/ Event

1Port, Female Stereo Phone Jack

1Port, Female Stereo Phone Jack

1Port, Pluggable Terminal Block(include Plug)
Approx. 150mA @12VDC

PLAYER (PC VIEWER)
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