HD-SDI CAMERA swr-s0st

SONY FCB-H11/ H10 Compact and Ruggedized Design

120x Zoom Ratio (10x Optical + 12x Digital)
Cable (Canare L-8CHD): 300m

FEATURES
2 Megapixel HD(1/3-type HD CMOS sensor)
Minimum Illlumination-1.0 Ix(ICR On Mode-F1.8 50 IRE)
Day/ Night Function(Auto ICR mode support)
Video Output:
HD Mode :
HD-SDI/
SMPTE296M 720p/59.94, 720p/50
SMPTE274M 1080i/59.94, 1080i/50
Analog component: Y/Pb/Pr
SD Mode :
VBS: 1.0 Vp-p (sync negative) Y/C
Control : RS485 (VISCA protocol)
Power consumption: 6W ( 6 to 12VDC)
Operating temperature : 0 to 45 C

* Weatherproof Type
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FCB-H11 Auxiliary Composite Out  External Controller

DS-424-3G

Hp-soi o Homi 4CH Converter

DS-424-3G is a 4channel HDMI converter, designed for both broadcasting and surveillance industries.
It converts 3G-SDI, dual or single link HD-SDI, or SD-SDI to HDMI v1.2a for HDMI monitors.
DS-424-3G also provides 4 channel composite outputs,which can be used for down-conversion

of the HD video in connection with the conventional DVR.
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SPEC.
Video Input Format SD/ HD/ 3G SDI 4port
-SMPTE 259M, 270M at 270Mb/s
-SMPTE 292M, 200m at 1.485Gb/s
* Dimension: 130(W)x130(L)x35(H) mm -SMPTE 424M, 140m at 2.97Gb/s
Video Output Format | SD/ HD/ 3G SDI 2port support format
-SMPTE 259M, SMPTE 292M, SMPTE 424M
HDMI 2port (480i~1080p)
Composite 4port
Power consumption Approx. 570mA @12VDC




