
3.8-9.5mm Vari-
Focal ED Lens

EV6353A-DO80                 EV6353A-EO80               EV6353A-FO80           EV6355A-BO       EV6355AP-BO       EV6355A-CO        EV6355AP-CO        EV6356A-CO     EV6356AP-CO

1/3" Sony WDR CCD 1/3" Sony CCD Sensor

9-22mm Vari-Focal ED Lens

Model 

Image Sensor

Lens 25mm Fixed Lens

External
Adjustable 
Lens of Vari-
focal /Auto Iris
3.8-9.5mm

External
Adjustable 
Lens of Vari-
focal /Auto 
Iris 9-22mm

0.1 Lux (IR off), 0 Lux (IR on, 4pcs LED
40M ), Super Power LED with Photo

Diode Sensor Control

0.1 Lux (IR off), 0
Lux (IR on, 7pcs LED
80M ), Super Power

LED with Photo
Diode Sensor

Control

Minimum
Illumination 

0.05 Lux (IR off), 0 Lux (IR on, 12pcs LED 50M ),
High-Light LED 

0.06 Lux (IR off), 0 Lux
(IR on, 12pcs LED 35M ),

 High-Light LED 

Number of
Effective Pixels (HxV)

768 x 494 (NTSC) , 752 x582 (PAL) 811 x 508 (NTSC) , 795 x 596 (PAL)510 x 492 (NTSC),
512 x 582 (PAL) 

Auto Iris DC Drive NA DC Drive

Resolution 420 TVL540 TV Lines 520 TV lines

Video Compression H.264, M-JPEG, MPEG-4 Format Selectable

Image Size

Frame Rate 30fps (NTSC) / 25fps (PAL) @ D1 Resolution

Video Streaming

Day / Night Yes, Built-in ICR

Audio Audio In/Out : ADPCM

Network Protocols TCP/IP, UDP, DHCP, PPPoE, HTTP, DNS, DynDNS, NTP, FTP, SMTP, UDP, RTP, RTSP, 3GPP, UPnP, IPv4, SAMBA client (NAS)

Intelligent Video Motion Detection

Alarm Events Intelligent Video, File Upload via FTP , Notification via E-mail, External Digital Output Activation, File Recording to Remote FTP or NAS 

Casing  IP66, Vandalproof

Power 24Vac or 080PSU (90-240Vac) Power Input / 4A Rating Current 12 VDC / 1A 12 VDC / 1A /
PoE 12 VDC / 1A

Connectors RJ-45 for 10BASE-T/100 BASE-TX ,  DC jack, Reset, BNC, Audio In, Audio Out, DI/DO

Operating 

Conditions

NAPower over Ethernet
802.3af

A/B 
compliant 

NA

Weight 3.7 Kg                                                                                                          2.2 kg                                                                              2.5 kg 

Model EV6551A-BI EV6551AP-BI EV6551A-CI EV6551AP-CI EV6551A-DI EV6551AP-DI

Image Sensor

Lens

Minimum Illumination

Auto Iris

Resolution

Video Compression

Image Size

Frame Rate

Video Streaming

Day / Night

Audio

Intelligent Video

Alarm Events

Casing

Operating Conditions

Power over Ethernet NA
802.3af 

A/B
compliant

NA NA NA

Weight 232g

D1(NTSC : 720x480, PAL : 720x576), CIF(NTSC : 352x240, PAL : 352x288 ),  QCIF(NTSC : 176x120 PAL : 176x144)

30fps (NTSC) / 25fps (PAL) @ D1 Resolution

Yes, Buite-in ICR

1/4" Ultra Low-Light CMOS

NA

Color Mode @ 0.1 Lux

3.6mm, F1.9 Fixed IRIS

1/3" SONY CCD

3.8 ~ 9.5mm (F1.2) Auto Iris Lens

Intelligent Video, File Upload via FTP, Notification via  E-mail, External Digital Output Activation, File Recording to Remote FTP or NAS

1190g925g

 

 IP66, Vandalproof Vandalproof (Lens holder Pan: 0~90° / 
Tilt: +/-10 / Rotation+/- 10 )3-Axis Swivel Design, IP66, Vandalproof

925g

Plastic (Lens holder Pan: 0~90° /
 Tilt: +/-10 / Rotation+/- 10 )

1/4" Progress Scan CMOS1/3" CCD

NA

520 TVL420 TVL

6mm Fixed Lens

Audio In/Out : ADPCM

NA

2.8 ~ 10mm (F1.2) Auto Iris Lens

0.1 Lux (IR off), 0 Lux 
(IR on, 24pcs LED 20 Meters)

VGA(640x480), QVGA(320x240), QQVGA(160x120)

2.0 Lux

3.6mm Fixed Lens

0.1 Lux (IR off), 0 Lux 
(IR on, 8pcs LED 20 Meters)

DC Drive

640 X 480 VGA

H.264, M-JPEG, MPEG-4 Format Selectable

520 TVL

0.1 Lux (IR off), 0 Lux 
(IR on, 12pcs LED 10 Meters)

DC Drive

Motion Detection

30fps @ VGA Resolution

Simultaneous Dual Streams with Controllable Frame Rate and Bandwidth

Audio In/Out:  ADPCM, Built-in Microphone

Yes

Model 

Image Sensor

Minimum
Illumination 

Auto Iris

Resolution
Video 
Compression

Image Size

Frame Rate

Video Streaming

Day / Night

Audio

Network Protocols

Intelligent Video

Alarm Events

Casing

Connectors

Operating
Conditions 

Power over 
Ethernet

Weight

 EV6150-BI            EV6150P-BI          EV6150-CI       EV6150P-CI       EV6150A-BI        EV6150A-CI          EV6151A         EV6153A             EV6156A

1/3" Sharp CCD  1/3" SONY CCD   1/3" Sharp 
CCD  

1/3" SONY 
CCD

1/4" Progress
 Scan CMOS

SONY 1/4"
Progressive
Scan CCD  

1/3" SONY
 WDR CCD

Lens CS Mount Type, (Lens Optional)

0.1 Lux at F2.0, 5~10 Lux
 B/W Mode Auto Switch 

0.012 Lux at F1.2, 0.0014
Lux at F1.2 B/W Mode 

0.1 Lux at
F2.0, 5~10

Lux
B/W Mode

      Auto Switch     

0.012 Lux
 at F1.2,

0.0014 Lux 
at F1.2 B/W

 Mode 

2.0 Lux 0.5 Lux

0.012 Lux at
F1.2, 0.0014 Lux

at
   F1.2 B/W Mode    

N/A DC Drive N/A DC Drive

520 TVL 600 TVL 520 TVL 600 TVL 640 X 480 VGA 540 TVL

H.264, M-JPEG, MPEG-4 Format Selectable

D1(NTSC : 720x480, PAL : 720x576), CIF(NTSC : 352x240, PAL : 352x288 ), 
QCIF(NTSC : 176x120 PAL : 176x144)

VGA(640x480), QVGA
(320x240), QQVGA

(160x120)

30fps (NTSC) / 25fps (PAL) @ D1 Resolution 30fps@ VGA Resolution
30fps (NTSC) / 
25fps(PAL) @ D1
Resolution 

Simultaneous Dual Streams with Controllable Frame Rate and Bandwidth

Yes  Yes, Built-in ICR Yes Day Only

N/A Audio In/Out : ADPCM
Audio In/Out: 
ADPCM, Built-
in Microphone

Audio In/Out : ADPCM

TCP/IP, UDP, DHCP, PPPoE, HTTP, DNS, DynDNS, NTP, FTP, SMTP, UDP, RTP, RTSP, 3GPP, UPnP, IPv4, SAMBA client (NAS)

Motion Detection

Intelligent Video, File Upload via FTP Notification
via E-mail, File Recording to Remote FTP or NAS 

Intelligent Video, File Upload via FTP and E-mail, Notification via 
E-mail, External Digital Output Activation,File Recording to SD, Remote FTP or NAS 

Metal (Aluminum)

RJ-45 
DC Jack
reset
BNC

RJ-45 
DC Jack
reset
BNC 
Iris Control Adaptor

RJ-45 
DCJack
Reset
BNC
Iris Control Adaptor,  
Mini Din (DI/DO/RS485)
USB A-Type Female
SD/SDHC Card Slot 
Audio In
Audio Out   

RJ-45
DC Jack
Reset
BNC
Mini Din
USB A-Type
SD/SDHC 
Audio In 
Audio Out   

RJ-45 
DC Jack
Reset
BNC
Iris Control Adaptor
Mini Din 
USB A-Type 
SD/SDHC Card Slot, 
Audio In
Audio Out   

- 10 ºC ~ 50 ºC (14 ºF ~ 122 ºF) Humidity: 20% ~ 80% RH  

NA 802.3af 
A/B compliant

NA 802.3af A/B compliant

NAWireless External 802.11 b/g WiFi Dongle supported

290g                310g 290g                310g 412g                 440g                      412g                424g               432g

Model EV3150A EV3151A EV3151

Video Compression

Image Size

Frame Rate

Video Streaming

Audio NA

Security

Network Protocols

Intelligent Video

Alarm Trigger Periodical Timer, Intelligent 
Video

Alarm Events

Intelligent Video, File
Upload via FTP , 
Notification via E-

mail, External Digital 
Output

Activation, File
Recording to SD, 

Remote 
FTP or NAS

Intelligent Video, File
Upload via FTP 

Notification via E-mail,
External Digital Output 

Activation,
File Recording to 

Remote FTP or NAS

Intelligent Video, File 
Upload via

FTP Notification via
E-mail, File Recording to

Remote FTP or NAS

Casing

Processor and Memory

Connectors

1)RJ45 Female
2)DC Jack (12Vdc IN)
3)Reset
4)Alarm Inx2
5)Alarm Outx1
6)RS-485x1
7)Micro SD Card Slot
8)BNC Video In
9)Audio In
10)Audio Out
11) 2-pin Terminal 
Block (12Vdc OUT)

1)RJ45 Female
2)DC Jack
3)Reset
4)Alarm Inx1 (miniDIN)
5)Alarm Outx1 (miniDIN)
6)RS-485x1 (miniDIN)
7)BNC Video In
8)Audio In
9)Audio Out
10) USB A-type (for external
WiFi dongle)

1)RJ45 Female
2)DC Jack
3)Reset
4)RS-485x1
5)BNC Video In

Operating Conditions

Wireless NA External USB WIFI Dongle NA

Power 12V DC / 1A, PoE

Weight 348g                                      158g                                                152g

Metal(Aluminum)

ARM9 Base SoC, 128MB RAM, 16MB Flash

- 10 ºC ~ 50 ºC (14 ºF ~ 122 ºF) Humidity: 20% ~ 80% RH 

12V DC / 1A

H.264, M-JPEG, MPEG-4 Format Selectable

30fps (NTSC) / 25fps (PAL) @ D1 Resolution

D1(NTSC : 720x480, PAL : 720x576), CIF(NTSC : 352x240, PAL : 352x288 )
QCIF(NTSC : 176x120 PAL : 176x144)

Simultaneous Dual Streams with Controllable Frame Rate and Bandwidth

Audio In/Out: ADPCM

Password Protection, IP Address Filtering, 
User Access Privilege

TCP/IP, UDP, DHCP, PPPoE, HTTP, DNS, DynDNS, NTP, FTP, SMTP, UDP, RTP, RTSP,
3GPP, UPnP, IPv4, SAMBA client (NAS)

Motion Detection

Periodical Timer, Intelligent video and external input 

Video Server

EV6552RP

Model

Image Sensor 1/4" Ultra Low-lux CMOS

Lens 3.6mm, F1.9 Fixed IRIS

Minimum  Illumination 0.1Lux @ F1.2 Color mode

Auto IRIS N/A

Resolution 30fps @ 640 X 480 VGA

Video Compression H.264, M-JPEG, MPEG-4 Format Selectable

Video Streaming
Simultaneous Dual Streams with Controllable Frame Rate 

and Bandwidth

Day/Night Day ONLY

Audio N/A

Network Protocol
TCP/IP, UDP, DHCP, PPPoE, HTTP, DNS, DynDNS, NTP,
FTP, SMTP, UDP, RTP, RTSP, 3GPP, UPnP, IPv4, SAMBA

client (NAS)

Intelligent Video Motion Detection

Alarm Event Intelligent Video, File Upload via FTP ,
Notification via E-mail, File Recording to Remote FTP or NAS

Casing Metal (Aluminum) IP66, Vandalproof Protection Level

Power DC12V / 1A

I/O Connector RJ45 Female 
2-pin Terminal Block for 12Vdc Power
Reset Pin

Operation Conditions - 25 ºC ~ 55 ºC (- 13 ºF ~ 131 ºF) Humidity: 20% ~ 80% RH 

Power over Ethernet N/A

Weight 558g

Bullet Camera

lndoor Box Type Camera

12 VDC / 1A /
PoE 12 VDC / 1A 12 VDC / 1A /

PoE

802.3af
A/B 

compliant 
NA

802.3af
A/B 

compliant 

- 35 ºC ~ 55 ºC (- 31 ºF ~ 131 ºF) Humidity: 20% ~ 80% RH  - 25 ºC ~ 55 ºC (- 13 ºF ~ 131 ºF) Humidity: 20% ~ 80% RH 

EV6552A EV6552AP                EV6552R

802.3af 
 A/B

compliant

802.3af 
 A/B

compliant

802.3af 
A/B

compliant
NA

802.3af 
A/B

compliant

244g 247g235g

Dome Type Camera

lndoor/Outdoor Speed Dome

802.3af 
A/B compliant

- 25 ºC ~ 55 ºC (- 13 ºF ~ 131 ºF) Humidity: 20% ~ 80% RH                                                     - 10 ºC ~ 50 ºC (14 ºF ~ 122 ºF) Humidity: 20% ~ 80% RH 

Bullet Camera

EV6750

D1, CIF, QCIF

 Yes, Built-in 
ICR

 Yes, Built-in ICR
D1(NTSC : 720x480, PAL : 720x576), CIF(NTSC : 352x240, PAL : 352x288 ), QCIF(NTSC : 176x120 PAL : 176x144)

Simultaneous Dual Streams with Controllable Frame Rate and Bandwidth

N/A

Outdoor Camera

This point-to-point wireless system is designed for the operation in outdoor environments, 
including AC-WS000, AC-WS100 and AC-WS200. This series can match with EV6250A, 
EV6353A, EV6355A and EV6356A outdoor IP camera.

The system can reach 1km ~ 20km 
distance with up to 7 Mbps fast 
data transmission performance. 
And the operating temperature 
ranges from -30℃ to 70℃ 

Rack mount kit AC-RMK41 and AC-RMK61 are used in the control room to reach neat wiring 
allocation. This series can be applied to EV3151 series and EV3150A series.

Industrial PoE Switch

Outdoor Wireless System

Rack Mount Kit

Box Type Camera Accessories

AC-PI1201  PoE Ethernet Switch is a PoE Switch designed to operate in harsh environments.
This PoE Switch perfectly matches with EV6355AP and EV6356AP outdoor PoE IP Camera.

The operating temperature ranges from
-40℃to75℃(40℉to167℉) 

SV3 and V2, the 802.11b/g Wi-Fi
USB dongle, enables box IP 
Camera to lntegrate with Wi-Fi 
network.

The IR illuminator, AC-IRL1200
series, is designed for day and 
night IP Camera

AC-OEX0700, a specially designed IR
outdoor camera housing, can enlarge the
scope of box IP camera outdoor application           

CS mount type lenses
for box type IP camera

V.F.lens

Mgpix Lens
3~8mm F1.2 DC IRIS 2.9~8.2mm F1.0 DC IRIS

1.3 Mgpix Lens

3.6/6/8mm 
F1.8 Fixed IRIS

5 Mgpix Lens

4~12mm F1.8 
DC IRIS

Full HD Lens

2.8~12mm F1.2
DC IRIS

Model EV6250A-BI      EV6250A-BO EV6250A-CI      EV6250A-CO EV6250A-DI   EV6250A-DO EV6250A-EI   EV6250A-EO EV6250A-FI  EV6250A-FO EV6250A-GI  EV6250A-GO

Image Sensor

Lens
f=3.5mm(wide)
to 91mm(tele),
F1.6 to F3.8

f=3.4mm(wide)
to 122.4mm(tele),
F1.6 to F4.5

f=3.25mm(wide)
to 88mm(tele),
F1.5 to F3.8

f=3.5mm(wide)
to 129.5mm(tele),
F1.6 to F3.8

Minimum Illumination 1.0 Lux

Pan / Tilt

Zoom 72X(18xOpti., 4xDigital) 216X (18xOpti.,12xDigital) 312X (26xOpti.12xDigital), 432X (36xOpti.,12xDigital) 270X (27xOpti.,10xDigital) 444X (37xOpti.,12xDigital)

Day & Night N/A

Number of Effective

Pixels (HxV)

NTSC: 811x508

PAL: 795x596

NTSC: 811x508

PAL: 795x596

NTSC: 811x508

PAL: 795x596

Iris & Focus Auto/Manual Auto/Manual Auto/Manual

BLC

White Balance

Horizontal Resolution 530 TVL

S/N Ratio

PTZ Function Control

Video Compression

Resolutions

Frame Rate

Video Streaming

Image Settings

Bit Rate

Audio

Security

Supported Protocols

Application

Programming Interface

Intelligent Video

Alarm Events

Video Buffer

Configuration

Web Browser

Casing

Outdoor Protection Level

Processor and Memory

Power

Connectors

CPU

Hard Disk

Memory

Operating System

Video Resolution

Software

Approvals

Weight

Included Accessories

CE, LVD, FCC, RoHS

~7 kg

QIG, CD-ROM (User Manual, Free Bundle NVR)

Windows XP with SP2 or Above / Windows 2000 with

SVGA or XGA with 1024 x 768 Resolution

DirectX 9.0C or Above

Operating Conditions
- 35 ºC ~ 55 ºC (- 31 ºF ~ 131 ºF) Humidity: 20% ~ 80% RH

RJ-45 for 10BASE-T/100 BASE-TX, DC Jack, BNC, Audio In

Pentium  4, 2.4GHz and Above

40 GB or Above

512 MB or Above

Metal, rugged mechanism design

IP66 (Outdoor Model Only)

Dimension
218 (Ø) x 247 (H) mm (Indoor)

220 (Ø) x 262 (H) mm (Outdoor)

175 (Ø) x 233 (H) mm (Indoor)

246 (Ø) x 306 (H) mm (Outdoor)

ARM9 Base SoC, 128MB RAM, 16MB Flash

12V DC / 2.42 A 110VAC or 220VAC

RJ-45 for 10BASE-T/100 BASE-TX, DC Jack, Reset, BNC, Audio In, Audio Out, DI/DO

EtroSDK™ 3.0

Video Motion Detection

Intelligent Video, File Upload via FTP and E-mail, Notification via E-mail, External Output Activation, File Recording to Remote FTP or NAS

Pre-and Post Alarm Buffer up to 10-sec

EtroScan™ Utility , Web UI

Microsoft Internet Explorer 6.0, or Above

Audio In/Out : ADPCM Audio In : ADPCM

Password Protection, IP Address Filtering , User Access Privilege

TCP/IP, UDP, DHCP, PPPoE, HTTP, DNS, DynDNS, NTP, FTP, SMTP, UDP, RTP, RTSP, 3GPP, UPnP, IPv4, SAMBA client (NAS)

More than 50dB

OSD enable supported for advanced speed dome feature control

- Image quality adjustment

- 32 pre-defined preset points max.

- 16 x Group-Scan, each supporting up to 8 preset points

- Two-point Auto-Scan

- Guard Position

OSD enable supported for advanced speed dome feature control

M-JPEG, MPEG-4,H.264 Format Selectable

D1(NTSC : 720x480, PAL : 720x576), CIF(NTSC : 352x240, PAL : 352x288), QCIF(NTSC : 176x120, PAL : 176x144

Up to 30fps (NTSC) / 25fps (PAL) @ D1 Resolution

Simultaneous Dual Streams with Controllable Frame Rate and Bandwidth

Compression, Brightness, Contrast, Saturation

M-JPEG: 5 Video Quality Level Selectable; MPEG-4/H.264 : 64K~4Mbps

Auto

Auto

480 TVL 540 TVL

SONY 1/4” EX-VIEW CCD

f=4.1mm(wide) to 73.8mm(tele),F1.4 to F3.0

0.01 Lux 0.7 Lux B/W Mode Auto Switch Color mode: 0.003 Lux , B/W mode: 0.0001 Lux

360° Continuous Pan Rotation / 90° Scan Range

Built-in ICR, auto-switch

App. 380,000(NTSC) , App.440,000(PAL)

Auto Iris & Auto Focus

7.5~50mm F1.3 DC IRIS

12~40mm F1.8 
Manual IRIS 

2.8~12mm F1.6 
Manual IRIS 

Beyond Surveillance

The AC-ANT0009 Wireless Antenna with a
9 dB gain increase the coverage area of 
WiFi USB dongles AC-WL2203V2 & 
WL2203SV3

5 Mgpix Lens1.3 Mgpix Lens




