
 

 

 Sensor: Sony 1/3" CMOS. Analog. 

 Camera: Sony 10X FCBH11D. 

 Lens: f=5.1~51mm. 

 Min. Illumination: 12 Lux./ICR off; 0.02 Lux./ICR on. 

 Resolution: 1920(H)X1080(V). 

 Horizontal Resolution : Over 750TVL. 

 Video output: HD: color difference Y/Pb/Pr,output 1080i 

 image; normal:VBS,Y/C 

 High Speed Dome Outdoor. 

 Diameter of Dome: 6". 

 Function display: OSD 

 Preset speed: 400 deg./sec. 

 Preset point: 128 preset points. 

 



 

Address 0~255

Pan range 360°continue

Tilt range 0°~90°  flip 180°

Manual speed Pan 0.1~300°/sec

Manual speed Tilt 0.1~120°sec

Preset speed 400°/sec

Preset accuracy ±0.10°

Preset points 128

vector scan groups 6 Programable(Dwell time speed preset points) 

Integrate multi-protocol Pelco_D/P 

Auto manual scam with smart programable variable speed

Intellgent power off real time 

memory
protction for powe off real time memory ,patrol auto back

Home position call preset point

continue manual  Endless

Connection RS485 (+/-)

Built in Module  Full HD  - Sony   FCB — H11D

Image Sensor 1/3  SONY CMOS

Picture Element 1920X1080=2MG pixel

Horizontal Resolution 750TVL

X10 optical  zoom

X12  digital  zoom

f=5.1 to 51MM(F=1.8---F2.1)

12 LUX  (F1.8,50IRE,  ICR  OFF)

1 LUX  (F1.8,50IRE,  ICR  ON )

Angle of View 50  degree(wide end) to  4.5 degree(tele end)

HD: color difference Y/Pb/Pr,output 1080i image

normal:VBS,Y/C

Backlight Compensation ON/OFF

Operation Temperature  –30°C~60°C(outdoor)

Operation Humidity 0%~90%

Power  24VAC 2A 60Hz/50Hz

Consumption 35W

Auto, Indoor,Outdoor,One-push,Manual

FST-HD10F1

 White Balance

Min. Illumination

Video output

LENS

 

 


