High Resolution Box Type Camera With ICR Filter
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= High-resclution, High sansitivity, Mulli-purpose digital camera
-Wilth up to GO0 TV lines
= AGEC ABC{automatic backlight compensation), line lock. To adjust one of the

camara's many fine-tuning featuras, just resat the cormespanding OS50 manu,
readity available on the back side of the camera

[ Removable infrared (IR) cut filker that automatically swilches between Color

and BW modes as lighting conditions change. This ensures crisp, chear

images - day or night viewing

Spacial functions for madel FST-K50020 : Light shialding edlipse, Mimor functian,

Lire Lock, Muli-anguage OSD, Motion Alarm, Camera |D, Camara Title, Privacy
Masking, ATW, Push Lock. This model is ideal for plate recognition purposss or application

» These full-featured cameras ane designed (o provide superior piciure quality over

el a wide range of conditions
FST-K50020 FST-8120 FST-SBS20

Image Device 143" Codar SONY Supar HAD
Picture Elamants NTSC: Bi1(H)x 508(v] 410K PAL:TBS[H) x SB6(V) 470K
Resolution GO0 TVL 540 TVL
IR Cuf Filtar Mechanical IR Cut Filber =
Min. llluminalion 0L 1Lz [{F1.2, 30IRE), (Calar)] 0L001Lux [{F1-2, 30IRE), (BAV)] | Q.08 1Lux (F1.2)
8N Ratlo More than 48 dB
Elactronic Shutier HTSCA/60~1/100,000, PAL:1/50~1 /104,000
Flickarlazs Moda DED eoninal -
Iris Conbrol Video ! DG Drive DC Drive
Lens Mouni C/CE
Gamma 0.45
White Balance ATWIAWE [ AWE/ATWIMANUAL Salectabiel Auto
Gain Contral AUto [ Maneal Ao
DA 080 cor :
Mothon Alarm D50 conin
Back nght Comp. B4 areas ks
Dhary & Might (ICR) Q50 contrgd =
Camera |0 000255 =
Camara Tiia Up to 16 charactars =
Mirror CHNIDET  artical ! Horizonial | CHNOHT § Yartical -
Privacy Masking :d free areas (Area sizs adjustabia)| 50 conbrod =
Positive / Megalive | Y | -
DA Digital Mokse Raduchon) Aubo
Freszs -
Remote Contral -
Prodocol - =
Sync. Sysiem Intarnal ! External Lina Lok (option) Inlarnal
Wideo Ouiput 1 Vp-p I TEORmMS 1 ¥p-p ! 75 Ohms
Powar Supply DCAZVIACZ4W Dual DS 1231
Power Consumplion Dival; 3.5W max. 2 W max,
Oparating Temp =10°C~ 50°C -10°G~- 500
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