EZ-I P6436‘iR300 H.265 3.0MP WEATHERPROOF IR DOME IP CAMERA

EZ-IP6436I1R400 H.265 4.0MP WEATHERPROOF IR DOME IP CAMERA
EZ-IP6436IR500 H.265 5.0MP WEATHERPROOF IR DOME IP CAMERA

FEATURES
- ONVIF 2.6 (H.264)

+ PoE (Power over Ethernet): Optional

- ROI (Region of Interest): Record Areas Where Matter Most

« Intelligent Analysis:
Cross Counting, Perimeter Intrusion Detection, Line Cross Detection,
Stationary Object Detection, Pedestrian Detection

- Triple Stream: Main Stream, Sub Stream, Mobile Stream

- Day/ Night: 25M IR Distance

+ Metal Housing to Withstand Years of Use

- Weatherproof |IP66 ﬁ m = &) N

MODEL EZ-IP64361R300 EZ-IP64361R400 EZ-1P6436IR500

Video Compression H.265 / H.264

Image Sensor 1/3" AR0330 1/3” OV4689 1/2.9” SONY STARVIS IMX326

Total Number of Pixels 2048(H) X 1536(V) 2592(H) X 1520(V) 2592(H) X 1944(V)

Resolution 3.0 MegaPixel 4.0 MegaPixel 5.0 MegaPixel

Frame Rate 30fps at 2048 x 1536 (NTSC) 20fps at 2592 x 1520 (NTSC) 15fps at 2592 x 1944 (NTSC)

25fps at 2048 x 15636 (PAL) 20fps at 2592 x 1520 (PAL) 15fps at 2592 x 1520 (PAL)

Main Stream: 2048 X 1536/ 3.0MP  Main Stream: 2592 X 1520/ 4.0MP  Main Stream: 2592 X 1944/ 5.0MP

Triple Stream Sub Stream: 1280 X 720 {max.) Sub Stream: 1280 X 720 {max.) Sub Stream: 1280 X 720 (max.)
Mobile Stream: 640 X 480 (max.) Mobile Stream: 640 X 480 (max.) Mobile Stream: 640 X 480 (max.)

Lens 3.6mm Lens/ 6.0mm Lens

Min. lllumination 0.05 LUX/ F1.2 (0 LUX IR On) 0.01 LUX/F1.2 (0 LUX IR On)

Shutter Control NTSC/ PAL: 1/5 ~ 1/20,000sec

Day/Night Built-in 30PCS IR LED Built-in 18PCS SMD IR LED

IR Distance 25 Meters

TCP/IP, UDP, RTP/RTCP, RTSP, HTTP, SMTP, DNS, DDNS,

Network Protocol
DHCP, FTP, NTP, PPPoE, UPNP, HTTPS

Ethernet 1 x RJ45 10M/ 100M Ethernet Interface
Power 12V DC/ PoE IEEE 802.3af
PoE Power Consumption 0.1A (48V DC)/ 4.5W
Operating Temperature -10°C ~ 60°C (-14°F ~ 140°F)
Operating Humidity 90% or Less {(Non-Condensing)
Dimension 126.6mm(z) X 90mm(H)
Weight 0.55 kg
| DIMENSION _ | .
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EZ_IP65281 2|R300 H.265 3.0MP VANDALPROOF VARIFOCAL IR DOME IP CAMERA

EZ-IP652812I1R400 H.265 4.0MP VANDALPROOF VARIFOCAL IR DOME IP CAMERA

EZ-IP652812IR500 1265 5.00P VANDALPROOF VARIFOCAL IR DOME IP CAVIERA

FEATURES
- ONVIF 2.6 (H.264)

- PoE (Power over Ethernet): Optional

- ROI (Region of Interest): Record Areas Where Matter Most

« Intelligent Analysis:
Cross Counting, Perimeter Intrusion Detection, Line Cross
Detection, Stationary Object Detection, Pedestrian Detection

- Triple Stream: Main Stream, Sub Stream, Mobile Stream

« Scheduling Record to SD Card (up to 128GB)

« Audio I/ O, Alarm 1/0O, BNC Output, Reset Button (Optional)

- Vandalproof IK10/ Weatherproof IP66 H.265 i 7 . R
NVIF y 2 \‘.g; -
| SPECIFICATION ﬁ onvirze Jll m “ .

MODEL EZ-IP652812IR300 EZ-IP652812IR400 EZ-1IP652812IR500

Video Compression H.265 / H.264

Image Sensor 1/3" ARO330 1/3” OV4689 1/2.9” SONY STARVIS IMX326

Total Number of Pixels 2048(H) X 1536(V) 2592(H) X 1520(V) 2592(H) X 1944(V)

Resolution 3.0 MegaPixel 4.0 MegaPixel 5.0 MegaPixel

Frame Rate 30fps at 2048 x 1536 (NTSC) 20fps at 2592 x 1520 (NTSC) 15fps at 2592 x 1944 (NTSC)

25fps at 2048 x 1536 (PAL) 20fps at 2592 x 1520 (PAL) 15fps at 2592 x 1520 (PAL)

Main Stream: 2048 X 1536/ 3.0MP  Main Stream: 2592 X 1520/ 4.0MP  Main Stream: 2592 X 1944/ 5.0MP

Triple Stream Sub Stream: 1280 X 720 {max.) Sub Stream: 1280 X 720 (max.) Sub Stream: 1280 X 720 (max.)
Mobile Stream: 640 X 480 (max.) Mobile Stream: 640 X 480 (max.) Mobile Stream: 640 X 480 (max.)

Lens 2.8-12mm Lens

Min. lllumination 0.05 LUX/ F1.2 (0 LUX IR On) 0.01 LUX/F1.2 (0 LUX IR On)

Shutter Control NTSC/ PAL: 1/5 ~ 1/20,000sec

Day/Night Built-in 28PCS IR LED

IR Distance 25 Meters

SD Card Storage YES (up to 128GB)

TCP/IP, UDP, RTP/RTCP, RTSP, HTTP, SMTP, DNS, DDNS,

Network Protocol
DHCP, FTP, NTP, PPPoE, UPNP, HTTPS

Ethernet 1 x RJ45 10M/ 100M Ethernet Interface
Power 12V DC/ PoE IEEE 802.3af

PoE Power Consumption 0.1A (48V DC)/ 4.5W
Operating Temperature -10°C ~ 60°C (-14°F ~ 140°F)
Operating Humidity 90% or Less (Non-Condensing)
Dimension 147mm(z) X 111.3mm(H)
Weight 0.84 kg

Unit : mm



H.265 3.0MP INDOOR VARIFOCAL IR DOME IP CAMERA

EZ- IP66281 2IR300
EZ-IP662812IR400
EZ-IP662812IR500

H.265 4.0MP INDOOR VARIFOCAL IR DOME IP CAMERA

H.265 5.0MP INDOOR VARIFOCAL IR DOME |IP CAMERA

FEATURES
- ONVIF 2.6 (H.264)

» PoE (Power over Ethernet): Optional

- ROI (Region of Interest): Record Areas Where Matter Most

- Intelligent Analysis:
Cross Counting, Perimeter Intrusion Detection, Line Cross Detection,
Stationary Object Detection, Pedestrian Detection

« Triple Stream: Main Stream, Sub Stream, Mobile Stream

- Day/ Night: Built-in 28pcs IR LED/ 25M IR Distance

+ Scheduling Record to SD Card (up to 128GB)

« Audio I/ O, Alarm 1/0, BNC Output, Reset Button (Optional)

SPECIFICATION

nwF '
ONVIF 2.6

EEE

MODEL
Video Compression

EZ-1P662812IR300

Image Sensor 1/3" AR0O330

Total Number of Pixels 2048(H) X 1536(V)
Resolution 3.0 MegaPixel

Frame Rate 30fps at 2048 x 1536 (NTSC)

25fps at 2048 x 1536 (PAL)
Main Stream: 2048 X 1536/ 3.0MP
Sub Stream: 1280 X 720 (max.)
Mobile Stream: 640 X 480 (max.)

Triple Stream

Lens

Min. [llumination
Shutter Control
Day/Night

IR Distance

SD Card Storage

0.05 LUX/ F1.2 (0 LUX IR On)

EZ-1P662812IR400

EZ-1P662812IR500

H.265/ H.264

1/3" OV4689 1/2.9” SONY STARVIS IMX326
2592(H) X 1520(V) 2592(H) X 1944(V)
4.0 MegaPixel 5.0 MegaPixel

20fps at 2592 x 1520 (NTSC)
20fps at 2592 x 1520 (PAL)
Main Stream: 2592 X 1520/ 4. 0MP
Sub Stream: 1280 X 720 (max.)
Mobile Stream: 640 X 480 (max.)

2.8-12mm Lens

15fps at 2592 x 1944 (NTSC)
15fps at 2592 x 1520 (PAL)
Main Stream: 2592 X 1944/ 5.0MP
Sub Stream: 1280 X 720 (max.)
Mobile Stream: 640 X 480 (max.)

0.01 LUX/F1.2 (0 LUX IR On)
NTSC/ PAL: 1/5 ~ 1/20,000sec
Built-in 28PCS IR LED
25 Meters
YES (up to 128GB)

TCP/IP, UDP, RTP/RTCP, RTSP, HTTP, SMTP, DNS, DDNS,

Network Protocol

Ethernet

Power

PoE Power Consumption
Operating Temperature
Operating Humidity
Dimension

Weight

DHCP, FTP, NTP, PPPoE, UPNP, HTTPS
1 x RJ45 10M/ 100M Ethernet Interface
12V DC/ PoE IEEE 802.3af
0.1A (48V DC)/ 4.5W
-10°C ~ 80°C (-14°F ~ 140°F)
90% or Less (Non-Condensing)
145mm{g) X 1156mm(H)
0.3kg

Unit : mm
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EZ_IP67281 2|R300 H.265 3.0MP WEATHERPROOF VARIFOCAL IR DOME IP CAMERA

EZ-IP672812IR400 H.2654.0MP WEATHERPROOF VARIFOCAL IR DOME IP CAMERA

EZ-IP672812IR500  + 265 5.01P WEATHERPROOF VARIFOCAL IR DOME IP CAMERA _

FEATURES
- ONVIF 2.6 (H.264)

- PoE (Power over Ethernet): Optional
+ ROI (Region of Interest): Record Areas Where Matter Most
- Intelligent Analysis:
Cross Counting, Perimeter Intrusion Detection, Line Cross Detection,

—

Stationary Object Detection, Pedestrian Detection ’
- Motorized Lens for Zoom & Focus Remote Control (Optional)
- Triple Stream: Main Stream, Sub Stream, Mobile Stream
+ Metal Housing to Withstand Years of Use/ Weatherproof IP66

- Day/ Night: Built-in 30pcs IR LED/ 25M IR Distance w e [l ks m “

MODEL EZ-IP672812IR300 EZ-1P672812IR400 EZ-IP672812IR500

Video Compression H.265 / H.264

Image Sensor 1/3" ARO330 1/3” OV4689 1/2.9” SONY STARVIS IMX326

Total Number of Pixels 20438(H) X 1536(V) 2592(H) X 1520(V) 2592(H) X 1944(V)

Resolution 3.0 MegaPixel 4.0 MegaPixel 5.0 MegaPixel

Frame Rate 30fps at 2048 x 1536 (NTSC) 20fps at 2592 x 1520 (NTSC) 15fps at 2592 x 1944 (NTSC)

25fps at 2048 x 15636 (PAL) 20fps at 2592 x 1520 (PAL) 15fps at 2592 x 1520 (PAL)

Main Stream: 2048 X 15636/ 3.0MP  Main Stream: 2592 X 1520/ 4.0MP  Main Stream: 2592 X 1944/ 5.0MP

Triple Stream Sub Stream: 1280 X 720 (max.) Sub Stream: 1280 X 720 {max.) Sub Stream: 1280 X 720 (max.)
Mobile Stream: 640 X 480 (max.) Mobile Stream: 640 X 480 (max.) Mobile Stream: 640 X 480 (max.)

Lens 2.8-12mm Lens/ 4X Molorized Lens

Min. lllumination 0.05 LUX/F1.2 (0 LUX IR On) 0.01 LUX/F1.2 (0 LUX IR On)

Shutter Control NTSC/ PAL: 1/5 ~ 1/20,000sec

Day/Night Built-in 30PCS IR LED

IR Distance 25 Meters

TCP/IP, UDP, RTP/RTCP, RTSP, HTTP, SMTP, DNS, DDNS,

Network Protocol
DHCP, FTP, NTP, PPPoE, UPNP, HTTPS

Ethernet 1 x RJ45 10M/ 100M Ethernet Interface
Power 12V DC/ PoE IEEE 802.3af

PoE Power Consumption 0.1A (48V DC)/ 4.5W
Operating Temperature -10°C ~ 60°C (-14°F ~ 140°F)
Operating Humidity 90% or Less {(Non-Condensing)
Dimension 151.4mm(z) X 112.7mm(H)
Weight 0.72 kg

Unit : mm
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EZ_|P7336|R300 H.265 3.0MP WEATHERPROOF IR BULLET IP CAMERA

H.265 4.0MP WEATHERPROOF IR BULLET IP CAMERA

EZ-IP73361R400
EZ-IP7336I1R500

H.265 5.0MP WEATHERPROOF IR BULLET IP CAMERA

FEATURES
+ ONVIF 2.6 (H.264)
» PoE (Power over Ethernet): Optional —
- ROI (Region of Interest): Record Areas Where Matter Most .
« Intelligent Analysis:

Cross Counting, Perimeter Intrusion Detection, Line Cross

Detection, Stationary Object Detection, Pedestrian Detection

- Triple Stream: Main Stream, Sub Stream, Mobile Stream
- Day/ Night: 25M IR Distance

- Metal Housing to Withstand Years of Use

+ Weatherproof IP66

SPECIFICATION

ﬁ ey m D
CABLE
ONVIF 2.6 IR LED 25m MANAGEMENT

s

MODEL

Video Compression
Image Sensor

Total Number of Pixels
Resolution

Frame Rate

Triple Stream

Lens

Min. [llumination
Shutter Control
Day/Night

IR Distance

Network Protocol

Ethernet

Power

PoE Power Consumption
Operating Temperature
Operating Humidity
Dimension

Weight

EZ-1P7336IR300 EZ-IP7336IR400 EZ-IP7336IR500

H.265/H.264
1/3" ARO330 1/3” OV4689 1/2.9” SONY STARVIS IMX326
2048(H) X 1536(V) 2592(H) X 1520(V) 2592(H) X 1944(V)
3.0 MegaPixel 4.0 MegaPixel 5.0 MegaPixel

30fps at 2048 x 1536 (NTSC)
25fps at 2048 x 1536 (PAL)
Main Stream: 2048 X 1536/ 3.0MP
Sub Stream: 1280 X 720 (max.)
Mobile Stream: 640 X 480 (max.)

20fps at 2592 x 1520 (NTSC)
20fps at 2592 x 1520 (PAL)
Main Stream: 2592 X 1520/ 4.0MP
Sub Stream: 1280 X 720 {max.)
Mobile Stream: 640 X 480 (max.)
3.6mm Lens/ 6.0mm Lens
0.05 LUX/F1.2 (0 LUX IR On)
NTSC/ PAL: 1/5 ~ 1/20,000sec
Built-in 30PCS IR LED

15fps at 2592 x 1944 (NTSC)
15fps at 2592 x 1520 (PAL)
Main Stream: 2592 X 1944/ 5.0MP
Sub Stream: 1280 X 720 (max.)
Mobile Stream: 640 X 480 (max.)

0.01 LUX/F1.2 (0 LUX IR On)

Built-in 18PCS SMD IR LED
25 Meters
TCP/IP, UDP, RTP/RTCP, RTSP, HTTP, SMTP, DNS, DDNS,
DHCP, FTP, NTP, PPPoE, UPNP, HTTPS
1 x RJ45 10M/ 100M Ethernet Interface
12V DC/ PoE IEEE 802.3af
0.1A (48V DC)/ 4.5W
-10°C ~ 60°C (-14°F ~ 140°F)
90% or Less (Non-Condensing)
154mm(L) X 68.5mm{W) X 68.5mm(H)
0.32 kg

Unit : mm
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EZ_|P74281 2|R300 H.265 3.0MP WEATHERPROOF VARIFOCAL IR BULLET IP CAMERA

EZ-IP7428121R400 + 265 4.0MP WEATHERPROOF VARIFOCAL IR BULLET IP CAMERA

EZ-IP742812IR500 11265 5.0vF WEATHERPROOF VARIFOCAL IR BULLET IP CAMERA

FEATURES
- ONVIF 2.6 (H.264)

« PoE (Power over Ethernet): Optional
« ROI (Region of Interest): Record Areas Where Matter Most .

« Intelligent Analysis: 7

Cross Counting, Perimeter Intrusion Detection, Line Cross ( '-
‘ )(

1=[=]F

Detection, Stationary Object Detection, Pedestrian Detection
- Motorized Lens for Zoom & Focus Remote Control (Optional)
» Triple Stream: Main Stream, Sub Stream, Mobile Stream
- Day/ Night: 40M IR Distance
- Weatherproof IP66

nVIF
SPECIFICATION ONVIF 2.6

MODEL EZ-IP742812R300 EZ-IP742812IR400 EZ-1P742812IR500

Video Compression H.265 / H.264

Image Sensor 1/3" AR0330 1/3” OV4689 1/2.9” SONY STARVIS IMX326

Total Number of Pixels 20438(H) X 1536(V) 2592(H) X 1520(V) 2592(H) X 1944(V)

Resolution 3.0 MegaPixel 4.0 MegaPixel 5.0 MegaPixel

Frame Rate 30fps at 2048 x 1536 (NTSC) 20fps at 2592 x 1520 (NTSC) 15fps at 2592 x 1944 (NTSC)

25fps at 2048 x 1536 (PAL) 20fps at 2592 x 1520 (PAL) 15fps at 2592 x 1520 (PAL)

Main Stream: 2048 X 1536/ 3.0MP  Main Stream: 2532 X 1520/ 4.0MP  Main Stream: 2592 X 1944/ 5.0MP

Triple Stream Sub Stream: 1280 X 720 (max.) Sub Stream: 1280 X 720 {max.) Sub Stream: 1280 X 720 (max.)
Mobile Stream: 640 X 480 (max.) Mobile Stream: 640 X 480 (max.) Mobile Stream: 640 X 480 (max.)

Lens 2.8-12mm Lens/ 4X Motorized Lens

Min. lllumination 0.05 LUX/ F1.2 (0 LUX IR On) 0.01 LUX/ F1.2 (0 LUX IR On)

Shutter Control NTSC/ PAL: 1/5 ~ 1/20,000sec

Day/Night Built-in 42PCS IR LED Built-in 24PCS SMD IR LED

IR Distance 40 Meters

TCP/IP, UDP, RTP/RTCP, RTSP, HTTP, SMTP, DNS, DDNS,

Network Protocol
DHCP, FTP, NTP, PPPoE, UPNP, HTTPS

Ethernet 1 x RJ45 10M/ 100M Ethernet Interface
Power 12V DC/ PoE IEEE 802.3af
PoE Power Consumption 0.11A (48V DC)/ 5.0W
Operating Temperature -10°C ~ 60°C (-14°F ~ 140°F)
Operating Humidity 90% or Less {(Non-Condensing)
Dimension 239mm(L) X 81Tmm{W) X 82mm(H)
Weight 0.6 kg
| DIMENSION _| .
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E H.265 3.0MP BOX IP CAMERA, POE

EZ-1P3600300
EZ-IP3600400E H.265 4.0MP BOX IP CAMERA, POE
EZ-IP3600500E H.265 5.0MP BOX IP CAMERA, POE

FEATURES
- ONVIF 2.6 (H.264)

» ROI (Region of Interest): Record Areas Where Matter Most

» Intelligent Analysis: =4

Cross Counting, Perimeter Intrusion Detection, Line Cross

Detection, Stationary Object Detection, Pedestrian Detection
- Triple Stream: Main Stream, Sub Stream, Mobile Stream
- Scheduling Record to SD Card (up to 128GB)

- RS485: for Pan/ Tilt/ Zoom Connection
- Alarm I/ O, Audio I/ O, BNC Output, Reset Button
+ DC Drive/ Auto Iris

SPECIFICATION ONVIF 2.6 PO

MODEL EZ-IP3600300E EZ-IP3600400E EZ-IP3600500E

Video Compression H.265 / H.264

Image Sensor 1/3" AR0O330 1/3” OV4689 1/2.9” SONY STARVIS IMX326

Total Number of Pixels 2048(H) X 1536(V) 2592(H) X 1520(V) 2592(H) X 1944(V)

Resolution 3.0 MegaPixel 4.0 MegaPixel 5.0 MegaPixel

Frame Rate 30fps at 2048 x 1536 (NTSC) 20fps at 2592 x 1520 (NTSC) 15fps at 2592 x 1944 (NTSC)

25fps at 2048 x 1536 (PAL) 20fps at 2592 x 1520 (PAL) 15fps at 2592 x 1520 (PAL)

Main Stream: 2048 X 1536/ 3.0MP  Main Stream: 2592 X 1520/ 4.0MP  Main Stream: 2592 X 1944/ 5.0MP

Triple Stream Sub Stream: 1280 X 720 (max.) Sub Stream: 1280 X 720 (max.) Sub Stream: 1280 X 720 (max.)
Mobile Stream: 640 X 480 (max.) Mobile Stream: 640 X 480 (max.) Mobile Stream: 640 X 480 (max.)

Min. lllumination 0.05 LUX/ F1.2 (0 LUX IR On) 0.01 LUX/F1.2 (0 LUX IR On)

Shutter Control NTSC/ PAL: 1/5 ~ 1/20,000sec

SD Card Storage YES (up to 128GB)

BNC Output YES

RS485 YES

Alarm & Audio YES

TCP/IP, UDP, RTP/RTCP, RTSP, HTTP, SMTP, DNS, DDNS,

Network Protocol
DHCP, FTP, NTP, PPPoE, UPNP, HTTPS

Ethernet 1 x RJ45 10M/ 100M Ethernet Interface
Power 12V DC/ PoE IEEE 802.3af

PoE Power Consumption 0.1A (48V DC)/ 4.5W
Operating Temperature -10°C ~ 60°C (-14°F ~ 140°F)
Operating Humidity 90% or Less (Non-Condensing)
Dimension 70mm(W) X 158mm(L)

Weight 0.4 kg

108.00-
158.0

Unit : mm
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