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Mini Car Recorder

ETSA-661/672/674 series
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6F, No. 101, Songjiang Rd., Taipei 104, Taiwan
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With Lock

@ Reliable, cost-effective and compact

@ High quality applications for vehicle use
@ Built-in battery avoids power shortage
@ Security lock prevents from video loss
@ Consistent stability recording

® Low Power Consumption

® Easy and various Back-Up

@ LED indicator alarm

® Supports GPS and 3.5G*
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P B Securely record and store

images and enable the
retrievals for coping, viewing
and printing

B Hardware/Software/
Firmware integration capability
Supports Google Map
eOffLine Tracking™ ensures

GPS data and route

B eOnLine Tracking™ enables to
track your mobile assets

remotely

B Customizations on request
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ETSA-661 ETSA-672 ETSA-674
oS Embedded Linux
System :
File System FAT32
Power Ecc))\llwvsl;mption 3SW
Power Input 9~36V (from Cigarette Lighter Adapter)
Video Channel 1CH 2CH 4CH
Audio Channel 1CH 2CH 4CH
3in 1 Mini Din (with LOCK feature):
Audio/Video Input One Video In (NTSC/PAL Auto selection)
& Power Output One Audio In (Mono)
Audio/Video One 12V Power Output to camera
g‘llj ?FI)?JIIVI deo 2inl MInIODrI]I; %SZOLSEK feature):
One Audio Out (Mono)
Power Output 12V / 300 mA per Camera
USB Port USB port x 2
Interface External IR Cable Optional
Digital /10 None ‘ Input x 2 (isolated), output x 2 (relay)
Storage Media SDHC card (up to 32GB) / 2.5" SATA HDD / SSD
D
Recording | Compression MPEG 4 H.264
Frame Rate Up to 30 fps (NTSC) / Up to 60 fps (NTSC) / Up to 120 fps (NTSC) /
25 fps (PAL) 50 fps (PAL) 100 fps (PAL)
Recording Mode Boot, Pre / Post, Manual
Playback By Date / Time
Display LED Indicators Power / Storage
ul OSD menu
G Sensor Optional
Delay Power Off Supported None
Timer Precise RTC
Watchdog Built-in
Others Remote Control 22-key IR Remote Control
Dimension 135 x 90 x 40 mm 178 x 90 x 40 mm 178 x 90 x 40 mm
Weight 2509 3109 33049
Operating Temp. -20 ~60C /-4 ~140°F -20~70C/ -4~158°F -20~70C/ -4~158°F
PC Software ePlayer™, eOnLine Tracking™, eOffLine Tracking™ / VLC
Certificate CE, FCC
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